
 
    PFS-RM200 – 100G-CPVC-C-FS1 

END CONNECTION MATERIAL 
PVC = Polyvinyl Chloride 
CPVC = CPVC Corzan 
PVDF = Polyvinyldene Fluoride 
PP = Polypropylene 

CAPACITY 
200 = 0.1 to 1 GPM (0.38 to 3.8 L/min) 
230 = 0.22 to 2.2 GPM (0.85 to 8.5 L/min) 
250 = 0.45 to 4.5 GPM (1.7 to 17 L/min) 
320 = 0.88 to 8.8 GPM (3.3 to 33 L/min) 
400 = 1.32 to 13.2 GPM (5 to 50 L/min) 

 

CONNECTION SIZE 
RM200, 230, 250 

50 = DN15 = ½” 
75 = DN20 = ¾” 
100 = DN25 = 1” 

RM320, 400 
110 = DN25 = 1” 

125 = DN32 = 1 ¼” 
150 = DN40 = 1 ½” 

200 = DN50 = 2” 

CONNECTION TYPE 
E = Union x Flange (ANSI) 
F = Union x Flange (DIN) 

G = Union x NPT 
H = Union X BSPT 

I = Union X Socket N.A. 
J = Union X Socket Metric 

 

PFS Rotameter 
 

UNION NUT MATERIAL (Optional) 
PVC Union Nut Standard (no letter) 

C = CPVC Corzan Union Nut 
K = PVDF Union Nut 
P = Polypropylene Union Nut 
Note: PVDF & PP available for 320 and 400 sizes only. 

 
 

MAGNETIC SWITCH (Optional) 
FS1 = 1 Magnetic Float + 1 Switch Assembly 
FS2 =1 Magnetic Float + 2 Switch Assemblies 

 
 

HOW TO ORDER 
 

PFS Rotameter 
 
 

Rotameter Standard Material of Construction 
 
Standard Rotameter with Polycarbonate Body and PVDF Float and Blockers, and EPDM O’rings 
 
Standard: PFS-RMXXX-XXXG-PVC 
 
 
Example: PFS-RM200-100G-CPVC-C-V-FS1 
 
Rotameter 
0.1 to 1 GPM capacity 
1” Connection size 
Union x NPT Connection type 
CPVC End Caps 
CPVC Union Nut 
Viton O’rings 
1 Magnetic Float & 1 Switch Assembly 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

* Add suffix -V for Viton-O’rings 

 
As Manufactured By: 

  PRIMARY FLUID Tel:  (905) 333-8743 
 SYSTEMS INC. Fax:  (905) 333-8746 
 North America Toll Free – 1-800-776-6580 
 E-Mail: primary@primaryfluid.com 
 http://www.primaryfluid.com 
 

mailto:primary@primaryfluid.com

